7'-0

12 1/2 gauge 4 pt. barbed
wire 5" o.c. if specified.

16'-0%

Cap |
End post ﬂ\

Diagonal brace

Welded

6"‘ ™ | 8"
yé\

512"

-1

5 |

3-11
Approximate spacing

4124

7-0

‘ 6"

Lo

wires of the fabric.
12 1/2 gauge 4 pt. barbed wire
5" 0.c. or 0.177" tension wire
as specified.

FARM FIELD TYPE FENCE

POST CHART
40 HEIGHT GROUP 1 GROUP 2
NOM. NOM.
WEIGHT | 'S |WEIGHT | "™ | WEIGHT
I/t in. Ib/ft in. Ib/ft
END, CORNER,
AND PULL POSTS 2 385 2 3.12
LINE |STUDDED'T'| 1.33
POSTS "y 1.33
DIAGONAL BRACE 11/4 227 11/4 1.84

Alternate methods of securing
vertical stay wires to the horizontal

| Line post

9 gauge w1
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GENERAL NOTES

1. See Standard Drawing E 603-FFTF-01

12 1/2 gauge 4 pt. barbed for Post Chart.
wire 5" o.c. if specified.

Corner or pull post
Diagonal brace 7 \

]
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/ 9 gauge
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12 1/2 gauge 4 pt. barbed
wire 5" 0.c. or 0.177" @
tension wire as specified.

FARM FIELD TYPE FENCE CORNER
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12 1/2 gauge 4 pt.

barbed wire 5" o.c. 10-0

10-0

10-0

if specified. ‘

\ 9 guage.

| —— 4-0min

4'-0 min, ———_|

embedment

embedment

12 1/2 gauge 4 pt.

barbed wire 5" o.c. or

0.177" g tension wire

as specified.
Normal flow
level

A

Line posts

® and @
-0 & (typ.)

Grade if necessary
to fan wires

4'-0 min embedment or
as directed.

SECTION AT STREAM CROSSING OR DEPRESSION

GENERAL NOTES

1. For farm field type gate see Standard Drawing E 603-CLTF-03 for dimensions
and installation. Substitute farm field type fence for chain link type fence.

2. The placement of fence over a stream crossing or depression
shall be as directed.

(@ Extra length posts shall be used as directed.
@ Line posts 9'-6 or longer for crossing shall be 2" nom. dia. @ tubing
orL3x3 x‘l‘ " angles and shall be set in concrete footings.
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ivv

x 2" carraige bolt with
hex. nut (galvanized)

Standard diagonal

—

¥_u___J| O

brace connection

Diagonal brace j =
13;” ¢ nom. =

STANDARD METHOD

Diagonal brace

SIDE VIEW

END VIEW

g..

1

5

TOP VIEW

ALTERNATE METHOD

DIAGONAL BRACE CONNECTION

TYPICAL CAPS FOR TUBULAR POSTS

INDIANA DEPARTMENT OF TRANSPORTATION

BRACE CONNECTIONS
AND POST CAPS
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